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THE RCAD CONSTRUCTION AHEAD SIGN SHALL BE LOCATED
3 MILES IN ADVANCE OF THE PROJECT LIMITS.

THE MESSAGE AND SIZE OF THE WORK ZONE PUSLIC INFORMATION
SIGN SHALEL BE AS SPECIFIED BY THE DEPARTMENT.

TO BE PLACED IN THE MEDIAN WHEN FEASABLE. THE MESSACE
BOARD SHALL BE USED TO DISPLAY STATUS OF LANES WITHIN
THE PROJECT. THE PRIMARY MESSAGES SHALL BE:

“RIGHT LANE CLOSED” / ' x MILES AHEAQ"

“LEFT LANE CLOSED™ /  # x MILES AHEAD”

"ALL LANES OPEN"

THREE, TYPE Il BARRICADES, DRUMS, OR VERTICAL BARRICAQES
AT B0’ CENTERS.

THIS SIGN SHALL BE USED WHEN 2 LANES ARE CLOSED.

WHEN YHE LEFT LANE IS CLOSED, SWITCH THESE TWO SIGNS
AND THE DIRECTION OF THE MERGE ARROW.
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STANDARD 701406 (SPECIALY FOR DETAILS

SEE TRAFFIC CONTROL AND PROTECTION
OF LANE CLOSURE TAPER

GENERAL NOTE:

THIS STANDARD IS USED WHERE AT ANY TIME A LANE
15 CLOSED ON A FREEWAY/EXPRESSWAY.

WHEN THE LEFT LANE IS CLOSED, LEFT LANE CLOSED
SIGNS SHALL BE SUBSTITUTED FOR THE RIGHT LANE CLOSED SIGNS,

THE FIRST TwO SIGNS AND THE MESSAGE BOARD ARE
STATIONARY, THE QTHER SIGNS AND ARRGWROARDS

SHALL BE MOVED AS NECESSARY TO MAINTAIN THE REQUIRED
DISTANCE FROM THE START OF THE LANE CLOSURE TAPER(S)

WHEN WORX OPERATIGNS ARE NEAR MAJOR INTERCHANGES
THE CONTRACTOR SHALL FURNISH ADDITIONAL MESSAGE BOARDS
AND UTILIZED AT THE DIRECTION QF THE ENGINEER,
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